POWER SUPPLY

Switching Power Supply 12V DC, 1000 mA

SECTRON company offers high quality switched-
mode Power Supplies in wall socket version.

Features and benefits

* Maximum output current 1000 mA
 Short protection / Over current protection
Over voltage protection

Leakage current: 0.25 mA max.
* Large range of input voltage

Switch Mode Power Supply

Universal Power Supply at 12V
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Specification

INPUT

Input voltage

Input current

Input frequency

Inrush surge current
Leakage current

Short circuit protection
Over current Protection
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Part Numbering

AM-RT-POWR

100 to 240V AC

0,5 Amps max.

47 to 63 Hz

40 A max. (at 240V AQ)
0,25 mA max. (at 264 V AC)
Autorecovering
Autorecovering

OUTPUT

Output voltage
Maximum output current
Output power

Hold up time

Efficiency

Turn on delay time

12V DC (£5%)

1000 mA DC

12 W max.

5 ms Min. (at 100V AC)
77 %

3 s Max. (at 100V AC)

Rise time 40 ms Max. (at 100V AQ)
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Units: mm

Mechanical Specification

Dimension

Temperature of working
Storage temperature
Relative working humidity
Weight device

Output cable with connector RJ12

69 x 27 x38 mm
0°Cto+40°C
-10°Cto +80 °C
5to 90% RH
0,93 kg
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